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EVM-D SERIES

EVM-D
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EVM-D 650/6

EVM-D 800/6

EVM-D 1000/6

37 159,5 45 216

37 160 50 230

39 163,5 70 232
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1510,8608 5,964 30051,0

1814,0730 7,161 40065,0

2475,0996 9,771 52080,0
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EVM-D 650/6

EVM-D 800/6

EVM-D 1000/6

1,55

1,74

2,10

Devir
rpm

Santrüfüj  Kuvveti
Centrifugal Force

Ağırlık
Weight

(*)Statik Moment
Statical Moment

Giriş Gücü
Input Power

( Kg/F ) ( KN ) ( Kgmm ) ( Kg ) ( W )

Model
Type

Gövde
Size

Nominal Akım
Nom. Current

( A )

(*) Working moment = 2x static moment

Model
Type A DCB

II 2D
Sınıfı
Class

120°

120°

120°

II 2D Ex tb IIIC T 120° C Db - IP 66

A

120,00

41,25

162,00G

17,00

Model
Type ØNMLGA

Gövde Ölçüleri - Overall Dimensions (mm)

554 174

EVM-D 650/6

EVM-D 800/6

EVM-D 1000/6

120

464 129 120 170÷180

554 174 120

Ø17

Ø17

Ø17

170÷180

170÷180

100,00

40,0044,00

EVM-D 650/6 Standart Ağırlık / Standard Weights

*

* Opsiyonel Ağırlık / Optional Weights
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EVM-D 12 poles 50Hz 600rpm
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