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PA - Malzeme / Material

Model / Type ( PA ) 16-18 25-35-45-50 60-80

Çelik profil gövde
Welded steel profilebody X
Sfero döküm gövde
Nodular cast iron body X X
Çelik Çubuk iç parça
Inner square in steel structure X X
Alüminyum çubuk iç parça
Inner square in aluminium structure X

( Kg )

PA 16 180 1200 16 65 5 10 30 60 -- -- 0,50

PA 18 330 800 18 85 6 12 35 70 -- -- 0,81

PA 25 850 800 25 105 8 18 45 91 -- -- 1,51

PA 35 1700 800 35 130 10 23 60 122 -- -- 3,16

PA 45 3100 600 45 160 12 35 72 154 -- -- 6,58

PA 50 5750 400 50 210 M12 40 78 168 70 40 11,78

PA 60 10100 300 60 310 M16 45 97 210 80 50 38,00

PA 80 20150 150 80 410 M20 60 138 278 90 50 72,00

PA montaj şekl�
PA t�p süspans�yon elemanları bağlantı şekl�, PA 16'dan AI 45'e kadar kare merkez
parçalarının �ç�nden boydan boya geç�r�len cıvatalarla, PA 50 model�nde de kare
merkez parçalarına açılmış d�şl� del�klere takılan gerg� cıvatalarıyla sağlanır.
Salınım açısı ±5°y� aşmamalıdır. Aşıyorsa salınım elemanları arası destek parça
boyu daha uzun seç�lerek açısal sınırlar arasına get�r�l�r. Elek tarafındak�
süspans�yon elemanı, yalpalama ve kardan�k hareket oluşmasını engellemek
�ç�n eleğ�n ağırlık merkez�ne en yakın yüksekl�ğe monte ed�l�r.

PA destek parçası
Da�resel hareket�n sağlanması ve süspans�yon elemanlarında düzenl� burulma
ger�lmes� elde ed�leb�lmes� �ç�n destek parçasının AI süspans�yon elemanlarına
d�k olarak bağlanmalıdır. İç kare parçalara bağlantı �ç�n en az 8,8 kal�tede altı
köşe başlı cıvata kullanılmalıdır. PA 50 model�nde bağlantı, �ç kare parçaya d�ş
açılmış del�klere cıvata bağlantısıyla sağlanır. İk� AI arasına montaj yapılacak
destek parçası müşter� tarafından sağlanmalı ve �lg�l� düzenek, �sten�len
yüksekl�ğe uygun olarak hazırlanmalıdır.

Asılı s�stem
Asılı s�stemler genell�kle elek tablaları ve yüzey esk�tme mak�nalarında kullanılır.
Bu t�p uygulamalar �ç�n en uygun t�p PA süspans�yon elemanıdır. Eleğ�n
yuvarlanma hareket�n�n sağlanması �ç�n elek tahr�k� v�brasyon motoruyla
sağlanır. Normal (zem�n) bağlantılı s�stem�n ters�ne asılı s�stemde süspans�yon
elemanları çekme yükü altındadır.

Type PA �nstallat�on
Type PA suspens�on elements are assembled by bolts across the �nner square
prof�les for PA 16 to PA 45 types and by tens�on bolts wh�ch are fastened on the
threaded holes of the �nner square sect�on for PA 50 type.
The osc�llat�ng angle should not exceed ±5° value. Otherw�se, the length of the
support part between the osc�llat�ng elements should be �ncreased to reach the
angular l�m�ts. The suspens�on element on the screen s�de �s mounted on the
he�ght wh�ch �s closest to center of grav�ty of the screen so that the t�lt�ng and
cardan�c movements are prevented.
Type PA support element
The support element should be mounted perpend�cularly to the PA suspens�on
elements so that c�rcular movement �s ach�eved and regular tors�on �s obta�ned
on suspens�on elements. M�n�mum 8.8 qual�ty hexagonal screw should be used
for f�xat�on to the �nner square sect�ons. The f�xat�on on type PA 50 �s managed
by fasten�ng bolts on the threaded holes of the �nner square sect�on.The support
part wh�ch �s to be mounted between two PA elements should be suppl�ed by the
customer and the relevant setup should be prepared properly accord�ng to the
des�red he�ght.
Suspended System
Suspended systems are generally used �n screen�ng tables and tumbl�ng gyrators.
Type PA suspens�on elements are �deal for these appl�cat�ons. The tumbl�ng
movement of the screen �s prov�ded by the usage of unbalanced motor to dr�ve
the screen. Unl�kely the normal ( floor ) connected systems, the suspens�on
elements are under tract�on force on suspended system.
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